20010710.ba v03_n187.bam.20010710 


>From ???@??? Tue Jul 10 02:31:20 2001 -0500 

Message-Id: <200107100731.£6A7V9S9007449@sco.theporch. com> 
Date: Tue, 10 Jul 2001 02:30:32 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3187 


BOATANCHORS Digest 3187 
Topics covered in this issue include: 


1) Re: Help and Advice on Hammarlund Super-Pro 
by "anchor" <anchor@ec.rr.com> 
2) Need Scott SLRM Schiz 
by Al Klase <skywaves@bw.webex.net> 
3) NC-303 Follow up 
by "Grant Youngman" <nq5t@home.com> 
4) Additions to Boatanchors Page - SWAN and DX Engineering 
by Mike Sullivan <michaels@kc2kj.k2nesoft.com> 
5) Re: Additions to Boatanchors Page - SWAN and DX Engineering 
by Mike Sullivan <michaels@kc2kj.k2nesoft.com> 
6) NC-303 ?? 
by JOHN.SEHRING@ecunet.org 
7) ER article on clamp mod for big tetrodes? 
by "JOHN Freeman" <w7kpb@hotmail .com> 
8) winding toroidal filament chokes 
by "JOHN Freeman" <w7kpb@hotmail .com> 
9) Re: FT - WRC1 
by Ed Zeranski <ezeran@concentric.net> 
10) Re: Swan Conundrum 
by "Bob Nickels" <ranickel@mwci.net> 
11) need copy old CQ article 
by "JOHN Freeman" <w7kpb@hotmail.com> 
12) T540 - AN/VRC-26X 
by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
13) RAF WWII key FS 
by BEN NOCK <G4BXD@compuserve.com> 
14) list operation. 
by "JOHN Freeman" <w7kpb@hotmail .com> 
15) Re: list operation. 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
16) RE: list operation. 
by "Ed Sieb" <sieb@sympatico.ca> 
17) Manuals/Info Wanted 
by Merz Donald S <merz.ds@mellon.com> 
18) Re listoperation 


by "philip" <dgnova@erols.com> 
19) Test, Do not respond. 

by W7QHO@aol.com 
20) Gunnery Range Trans/Rec 

by W7QHO@aol.com 
21) Re: FS: Yaesu FTDX400 Transceiver 

by John Kolb <jlkolb@cts.com> 
22) Re: list operation. 

by "Hue Miller" <kargokult@proaxis.com> 
23) Re: Gunnery Range Trans/Rec 

by "Hue Miller" <kargokult@proaxis.com> 
24) Re: FS: Yaesu FTDX400 Transceiver 

by "Hue Miller" <kargokult@proaxis.com> 
25) Re: FS: Yaesu FTDX400 Transceiver 

by Bruce Muscolino <w6toy@erols.com> 


Message-ID: <0Q0b701c107bd$6b1a8cc0$6401a8cO@ec.rr.com> 
From: "anchor" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Help and Advice on Hammarlund Super-Pro 
Date: Sun, 8 Jul 2001 10:51:06 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


HI Liles, 
I came home with an SP-400-X a few months ago. I had gotten some info on 
them a while back, "just in case," & have gotten more since. Includes a full 


military manual, & some old CQ & QST articles. I didn't get a pwr supply, & 
have been thinking of building one. (a friend has one he's offered, but they 
weigh abt 80lbs & shipping poses a problem). 

Tell us a little more about yours - freqs, type & nr of tubes, etc. If you 
need some of my info, if yours is an SP-400 or BC-779 series, let me know, I'1l 
scan some, or send copies. 

73, 

Al, W8UT 

New Bern, NC 

BoatAnchors appreciated here 
anchor@ec.rr.com 

http://www. thecompendium. net/radio/ 


And remember; "-They don¥t make tubes nowadays like they used to..." 


Message-ID: <3B48BFAF.16147954@bw.webex.net> 
Date: Sun, 08 Jul 2001 13:16:47 -0700 


From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Need Scott SLRM Schiz 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Gentlemen, 


Can someone scan me the schematic for a Scott SLRM 
receiver? I have the Riders docs for the "Export" model 
which is similar, but there seem to be some important 
differences. I suspect I'm fighting some illconsidered 
modifications. 


Thanks, 
Al 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


From: "Grant Youngman" <nq5t@home.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sun, 8 Jul 2001 13:14:28 -0500 
MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: NC-303 Follow up 

Message-ID: <3B485CB4.27708.3965700@localhost> 


Thanks to everyone who replied with suggestions on the weird IF filter 
behavior I was seeing. 


I traced the "deaf" narrow selectivity position to an errant whisker of 
solder I must have left behind when replacing the ,047uf bypass caps. 


Once that was fixed I was able to realign the IF in the "S" postion -- and 
that seems to have fixed the other ills I was experiencing. Sounds pretty 
good now, and plays much more like I had expected it would. Not too 
shabby at all .... 


Regards ... Grant 


Grant Youngman / NQ5T 
nq5t@home.com 

http://www. globeking.com 
Double Oak, TX -- nr Dallas 


Message-ID: <3B48B8F4.98D90E16@kc2kj.k2nesoft.com> 

Date: Sun, 08 Jul 2001 15:48:04 -0400 

From: Mike Sullivan <michaels@kc2kj.k2nesoft.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Additions to Boatanchors Page - SWAN and DX Engineering 
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


I have updated the Boatanchors Page - Now has the missing link to the DX 
Engineering Speech Processor and, 

finally, a link to Swan AGC improvements, Installation guide for SS16, 
and advertising brochure for SS16. All good reading. I will get the 
1973 catalog on shortly! 


Message-ID: <3B48BB1D.C6982C81@kc2kj.k2nesoft.com> 

Date: Sun, 08 Jul 2001 15:57:17 -0400 

From: Mike Sullivan <michaels@kc2kj.k2nesoft.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Additions to Boatanchors Page - SWAN and DX Engineering 
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


And (OOPS) drum roll . 

http: //kc2kj.k2nesoft.com:8080/~michaels/boatanchors.html 
Mike Sullivan wrote: 

I have updated the Boatanchors Page - Now has the missing link to the DX 
Engineering Speech Processor and, 


finally, a link to Swan AGC improvements, Installation guide for SS16, 
and advertising brochure for SS16. All good reading. I will get the 


VV VV 


1973 catalog on shortly! 


VVV NV 


Date: Sun, 8 Jul 2001 16:52:39 -0400 (EDT) 
Message-Id: <200107082052.f£68Kqd001490@ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: NC-303 ?? 

From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 

I have a comparative question about IF selectivity in the NC-303. 

To wit, if you tune in a sideband signal and then switch from SB2 to SB1 
(the opposite sideband) is it normal to still have a substantial amount 


of readable signal present? In my case, it is nearly as loud as the 
normal sideband but with a much lower high frequency response. 


VVVNV VV 


The 303 does things sideband switching differently than, say, 
Halliscratcher SX-101A (same scheme as S-76, SX-96, -100, 101, 115, -122). 


The Hallis leave the bandpass alone, just switch 2nd conversion oscillator 
to the xotherx side of the 1st IF signal. E.g. 1st IF 1650 kHz and 1600 or 
1700 kHz 2nd conversion osc to give 50 kHz, lower or upper sideband, 
without any retuning of HF osc. No shifting of BFO needed either. 


NC-303 leaves 2nd conversion osc and BFO alone. Instead, it *xmovesx the 
xcenterx of the 2nd IF (80 kHz) bandpass +/- 1.5 kHz, to either 81.5 or 
78.5 kHz, leaving the bandwidth alone. That makes for a trickier, more 
complex circuit, relative to Hallis. I don't know which would perform 
better. 


>From your note, it seems as if one of the bandpasses is being shifted by 
the wrong amount, to the wrong place. Does the sideband which seems ok 
"sound" ok, proper balance of highs & lows? 


Or, perhaps more likely, the center of the BFO is improperly set, relative 

to the 80 kHz IF center of bandpass. (It should be at exactly 80 kHz, the 

exact center of the 2nd IF.) If that's so, then one sideband position will 
give audio that sounds bass cut/treble boost, and the other, the opposite. 

You say that both SB1 & SB2 give same loudness---I think you are listening 

to the x*samex sideband, just the lower freq slope & upper freq slope 

of the sides of it. 


What happens on another band where the opposite sideband is transmitted? 


That should yield different symptoms. 


It's possible that a combination of xboth* of the above is happening. I.e. 
if the bandpasses are off 80 kHz, then you'd need to adjust the BFO off by 
like amount to get correct recovered audio. 


Drawing this all on paper helped me see it a bit better (I hope!). 


> The '303 is also nearly totally deaf in the "S" selectivity position, 
> obviously another problem somewhere. 


The fact that the 400 kHz selectivity position gives nothing makes me 
wonder about misaligment. The IF alignment is done entirely in the Sharp 
position... Make sure you are giving exactly 80 kHz to it. 


> > I'm sure you have aligned your NC-303, however, I found that the 
> article in > Electric Radio, April 93, is by far a real alignment 

> assistance 
> 
> 


I had the corrections in my manual. 


Also see factory svc bulletin on aligning the 20m trap, C86 & L18. 
Also, Bulletin #FSN-50, 11/28/58. 


I'm in the process of checking each cap and switch section in the IF 
filtering circuits, just to make sure -- and also find the "S" position 
problem. The switching looks complicated at first blush, but is 
actually quite simple once you take the time to puzzle through it. 
Problem is that it is not easy to get to all of the switch sections 
without removing the IF strip from the radio and then removing those 
interstage shields -- a task I don't care to undertake as anything but a 
last resort. 


VV VV VV VV 


The selective IF design is quite similar to the approach Hammarlund used 
in the HQ-170/180 (with a bit different coupling configuration). I 
would not expect the Hammarlunds to be as much better than the '303 as 
they are. Even the SX-101 selectivity and sideband selection 
performance is better, and it has one less stage of filtering at the 
last IF. So I still suspect a bad or off tolerance component(s) lurking 
in the '303 somewhere ... 


VVVV VV MV 


The Halli uses 50 kHz vs. NC's 80 kHz, and one less stage of low IF 
filtering, the lower final IF freq makes the difference, for selectivity, 
lower is better. 


The NC has *nox 1st IF amp(!) & 2 2nd IF amps. Halli has one high IF stage 
& one low one. All other things being equal, NC might be more 
overload-proof is some situations. 


Specs are: 


Halli (@2 KHz) NC (@2 kHz) 


1st IF 1650 kHz 2175 kHz 

2nd IF 50 kHz 80 kHz 

-6 dB 1.8 kHz 2.0 kHz 

-60 dB 6.0 kHz 9.0 kHz 

shape 

factor 3.33 4.5 (lower is better) 


> On the other hand, in the "B" position the '303 does indeed run rings 
> around those other radios on AM ... :-) 


True! 8 kHz bw does the trick. 


-John Sehring (Sun, Jul 8, 2001 @ Ipswich SD) WBOEQ UCC 


From: "JOHN Freeman" <w7kpb@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: ER article on clamp mod for big tetrodes? 
Date: Sun, 08 Jul 2001 22:49:30 -0000 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F232KbpG1KiaexdDA0200002850@hotmail .com> 


Group; Anyone recall article in ER that featured screen clamp tube mod for 
big tetrodes? Seems familiar but cannot locate in the index. Thinking about 
what 4-1000A could do. 

73, W7KPB 


From: "JOHN Freeman" <w7kpb@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: winding toroidal filament chokes 

Date: Sun, 08 Jul 2001 22:53:19 -0000 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F122Jowur04cvlwPTqu0000d787@hotmail . com> 


GROUP: I need idiot proof data on winding toroid filament chokes for GG amp 
requiring 30 amp fil. current.. Amp is for 160 M.. 73 de W7KPB 


Get your FREE download of MSN Explorer at http://explorer.msn.com 


Message-Id: <4.2.0.58.20010708185041.009e2e20@pop3.concentric.net> 
Date: Sun, 08 Jul 2001 18:52:01 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ed Zeranski <ezeran@concentric.net> 

Subject: Re: FT - WRC1 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 12:08 PM 7/4/01 -0400, w2tu wrote: 

>Hi all: 

> Have a WRC-1 (R-1051B,T-827,AM-3007) and all cables, J Box, etc with 
>full original docs. Doesn't handle ham coms very well and would like to 
>trade for a comparable rig that would be more useful for operation at the 
>ship for field days,mseum ship event, etc. If anyone is interested please 
>contact me off the list. 

> 

>Paul B. W2TU 

General Dynamics WRC-1 was the '60s replacement for the TCS.. There was 
RX,TX, Jbox, and antenna tuner. 


Message-ID: <0Q1d901c10823$a6£77£80$0101a8cO@hppav> 
From: "Bob Nickels" <ranickel@mwci.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Swan Conundrum 
Date: Sun, 8 Jul 2001 21:54:41 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


As always, a question in this forum draws all sorts of interesting responses - 
thanks to Arden, Marty, Gary and others for their thoughts on how to correct the 
filament string imbalance in my Swan 240. 


However it was Jack Iveson KyEWU who goes to the head of the class. Jack 
correctly remembered the development of "dark heater" versions of popular tubes 
which ran the filaments at lower temperatures so they didn't require as much 
power. Ordinarily a good thing, but when the tube in question is in series with 
other tubes in a series/parallel hookup, it causes the problem I was experiencing. 
As far as I can tell, there is no unique designation to denote this version of the 
tube -the markings are identical. 


I'd like to thank Jack for going through his extensive collection of tubes to find 
me a "lifetime supply" of original 6DQ5s which work properly in the Swan 240, and 


to bring them to the Oak Creek WI hamfest on Saturday. The cold resistance of 
the filament appears to be about 1/3 greater on the "dark filament" version. 


I guess the moral of the story is that methodical troubleshooting pays off, had I 
not checked the filament voltage I'd still be chasing my tail on this one. And 
it's great to have resources like this list and friends "Old Jack" around ;-) 


73, Bob WIRAN 


From: "JOHN Freeman" <w7kpb@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: need copy old CQ article 

Date: Mon, 09 Jul 2001 13:37:35 -0000 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F3hNPPZQT456UnHAaaz0000984e@hotmail . com> 


GROUP: I need copy of Bill Orr's article ;The Bias Shift Modulator from 
CQ,April 1953.Discusses 304TL modulator tubes. 
73 de W7KPB 


Date: Mon, 9 Jul 2001 10:21:39 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200107091421.KAA07589@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: T540 - AN/VRC-26X 


Have one, an apparrent low-band Motorola dyno-powered 807-out FM 
transmitter wired for 24V use. 


Also have a Motorola companion receiver called FMR-16U that was crudely 
re-wired for 110V AC 


I've a pal that's trying to make a MP '50 Chev panel truck who wonders 
if anyone out there might have material on the Army's adaptation of this 
early lo-band FM 2-way? 

Or even if the MPs used '50 Chev panel trucks at all! 


Thanks! 


Marty 


...if there's a Flintstone SUV, it's a '50 Chev windowed panel truck 


Date: Mon, 9 Jul 2001 13:31:49 -0400 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: RAF WWII key FS 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200107091332_MC3-D88E-AE34@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


RAF WWII Bathtub key (used with T1154), very nice = 
condition. 
40.00 Pound 


BN. 


From: "JOHN Freeman" <w7kpb@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: list operation. 

Date: Mon, 09 Jul 2001 19:39:40 -0000 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <F143eqdGSyMp69YDqSk00005e6f@hotmail . com> 


Group; My last 3 postings have appeared as normally, however i have also 
received back an'error message' from a cuban ISP which states that a 
recipient of that message 'jesus@tecun.sld.cu' is unknown for every posting 
to list I sent in since last night. 

Jack, listowner, says that he has seen such messages before and they 
represent an incompetent ISP in Cuba where some person named"Jesus' is a 
member of boatanchors list and gets his list messages rejected by the Cuban 
ISP which will not deliver them . 

Sounds like a good explanation,HOWEVER, before I go into totally sanitizing 
m hard drive,etc. I would like info from other members of the boatanchors 
list as to whetherTheir postings are also being met with this strange 
"Jesus ' is unknown in Cuba" error message from the alledged Cuban 
,'incompetent' ISP. 

Irealize this almost sounds like a joke, but we all are aware of various 
viruses, hackers, etc these days. 

73 de W7KPB 


Get your FREE download of MSN Explorer at http://explorer.msn.com 


Date: Mon, 09 Jul 2001 14:07:01 -0600 (MDT) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
Subject: Re: list operation. 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Message-id: 
<Pine.PMDF.3.95.1010709140355 .541065852D-100000@devax.admin.athabascau.ca> 
MIME-version: 1.0 
Content-type: TEXT/PLAIN; charset=US-ASCII 


I have received this message also. 


This is a legitimate failed mail message. A well configured mail server does 
not send failed mail messages to an individual but only to the administrator 
of the list server that you the user were sending the message to. 


It is getting so that the badly managed mail servers outnumber the properly 
configured ones. 


Don't do anything to your PC, the world is still turning as it should. 
Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 
Athabasca, Alberta Canada 
xx richardlo@admin.athabascau.ca xx 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: list operation. 
Date: Mon, 9 Jul 2001 16:25:21 -0400 
Message-ID: <LOBBJHOLOOHLIPLONIAFCELNECAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I Get it too. 


I would like info from other members of the 

boatanchors 

list as to whetherTheir postings are also being met with this strange 
"Jesus ' is unknown in Cuba" error message from the alledged Cuban 
,'incompetent' ISP. 


VV VV WV 


> Irealize this almost sounds like a joke, but we all are aware of various 
> viruses, hackers, etc these days. 
> 73 de W7KPB 


Message-ID: <20010709210009.14561.qmail@mellon.com> 
From: Merz Donald S <merz.ds@mellon. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: Merz Donald S <merz.ds@mellon.com> 

Subject: Manuals/Info Wanted 

Date: Mon, 9 Jul 2001 16:42:51 -0400 

MIME-Version: 1.0 

Content-Type: text/plain 


I am looking for manuals (originals or copies) or any other useful 
information for all of the following: 


Millen 92201 Antenna Tuner 

Millen 90672 Antenna Bridge 
Heathkit Marauder 

E. F. Johnson Viking I 

Ferris 34A UHF Crystal Calibrator 


Question: I picked up this old Lafayette VOM model 99-5004 which seems quite 
nice and claims 30K ohms/volt sensitivity. But it calls for a 15 volt 
battery that looks like it must be about half the size of an AA cell. Is 
there any source for such a battery? Is this VOM worth the effort? 


Any help appreciated. 
Thanks. 
73, Don Merz, N3RHT 


KK KKI KKK KKK III KI IK KIKI III IKK III II IKI III II IKK III IIIA IIIA III III IK 
DISCLAIMER: The information contained in this e-mail may be confidential 
and is intended solely for the use of the named addressee. Access, copying 
or re-use of the e-mail or any information contained therein by any other 
person is not authorized. If you are not the intended recipient please 
notify us immediately by returning the e-mail to the originator. 


Message-ID: <001501c108bd$27ed7880$1e072c42@default> 
From: "philip" <dgnova@erols.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re listoperation 
Date: Mon, 9 Jul 2001 17:21:43 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Content-Transfer-Encoding: 7bit 


Received that here to 


From: W7QHO@aol.com 

Message-ID: <f2.ca90f£81.287b80ce@aol .com> 
Date: Mon, 9 Jul 2001 17:49:02 EDT 

Subject: Test, Do not respond. 

To: Old Tube Radios <boatanchors@theporch. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Test 


From: W7QHO@aol.com 

Message-ID: <54.170ecde3.287b85£c@aol.com> 
Date: Mon, 9 Jul 2001 18:11:08 EDT 

Subject: Gunnery Range Trans/Rec 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


All, 


Saw a very interesting little radio the other day. Labeled "Device No. 8D-3, 
Gunnery Range Trans-Receiver, Serial 236A, Bendix Radio, Baltimore, Contract 
No. N0a5308." 


About 13" high, 11 or 12" deep, 2.5" thick, black wrinkle finish and a dark 
green canvas carrying case. Pull-up whip antenna. Three acorn and two 
miniature tubes inside (didn't get the numbers) and room for batteries. From 
casual look at components would appear to be operating around 100 MHz, super 
regen receiver and modulated osc. transmitter. WW-2 look about it and came 
with a telephone handset with a PL-68 on the end of the cord. 


Unit was in excellent condition. 
New one on me. Anyone familiar with this set? I'll have pix available later. 


Dennis D. W7QHO 
Glendale, CA 


Date: Mon, 9 Jul 2001 21:15:57 -0700 (PDT) 


From: John Kolb <jlkolb@cts.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
cc: Old Tube Radios <boatanchors@theporch.com>, 
BOAT ANCHORS LIST <BOATANCHORS@LISTSERV.TEMPE.GOV>, 
BA SWAP LIST <baswaplist@foothill.net>, 
FOR SALE & SWAP <Forsale-swap@qth.net> 
Subject: Re: FS: Yaesu FTDX400 Transceiver 
Message-ID: <Pine.BSF.4.33.0107092111310.71118-100000@king.cts.com> 
MIME-Version: 1.0 
Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Sat, 7 Jul 2001, Gary Harmon wrote: 


> Nice Yaesu FTDX400 transceiver for sale. Looks good but needs good cleaning. 
> Hears but weak. 


Does this use the Kokusai mechanical filters as the frDX400 receiver 
does? If so, the weak reception might be from the filters gone bad. 

I've heard from several others who, along with me, have had the mounting 
foam in the filters turn into a gummy, gooey mess. Carefully cleaning 
the filter (don't scratch the disks - you'll distort the BW curve) 

with suitable solvents and packing the filter in foam restores normal 
operation. Handle carefully to avoid breaking the filter coil 

leads. 


John 


Message-ID: <002a01c10909$e28e0b40$c1£d91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: list operation. 
Date: Mon, 9 Jul 2001 23:30:56 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


siis's Original Message ----- 

From: JOHN Freeman <w7kpb@hotmail.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Sent: Monday, July 09, 2001 12:39 PM 

Subject: list operation. 


> Group; My last 3 postings have appeared as normally, however i have 
also 


> received back an'error message’ from a cuban ISP which states that 
a 

> recipient of that message 'jesus@tecun.sld.cu' is unknown for every 
posting 

> to list I sent in since last night 


I started noticing this around June 28th, and coincidently i later 
found some of the email-virus files on my machine, that dated from 
this same date. This as far as i can tell is just a coincidence, 
however. 

I sent Jack the same info as you did. It does not happen with my 
posts 

to any other list, so i am believing the Boatanchors serving computer 
is very confused. After seeing the sender's name, and finding the 
virus files on my machine, i thought for sure i had been hacked, 
altho 

i have viewed only attachments from people i am sure of. However, 
remember this is a common man's name in Latin America. I looked at 
the tecun website and i saw that hey-soos ( Spanish pronunciation ) 
has 

his email turned off. That is why the boatanchors posts to him are 
bouncing, however why they are bouncing to everyone else on the list 
is beyond me. Perhaps there really is special power in that name. 

Oh yes- after i deleted the virus files, and even corrected 
autoexec.bat, 

this still happens. 

Hue Miller 


Message-ID: <003a01c1090b$546e75a0$c1£d91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Gunnery Range Trans/Rec 
Date: Mon, 9 Jul 2001 23:41:16 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


SSeS Original Message ----- 

From: <W7QHO@aol.com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Sent: Monday, July 09, 2001 3:11 PM 

Subject: Gunnery Range Trans/Rec 


> All, 


> 

> Saw a very interesting little radio the other day. Labeled "Device 
No. 8D-3, 

> Gunnery Range Trans-Receiver, Serial 236A, Bendix Radio, Baltimore, 
Contract 

> No. N0a5308." 


That wasn't owned by Rich Johnson, military vehicle collector, was 
it? 

I gave one to him, with one side of the case missing, about 15 years 
ago, and always wanted to try to get it back, but lost track of him. 
I 

kept another one that was complete. I wrote Bendix about it, of 
course that was totally futile. I used to think this would be used to 
talk to trainer planes on the aircraft VHF band. However, as the 
transmitter is vfo'd, i came to discard that notion, as the vfo'd 
transmitter on VHF would not be a good partner match to the 

crystal controlled superhet receiver in the aircraft. Kinda like the 
old 5-meter ham squalkie talkies only could work to each other. 

So now i am thinking is was for spotting from someone downrange 
reporting back to someone back near the firing position. I would 
certainly like to hear anyone else's reasoned guess on its usage. 

I would guess the transmitter power is maybe 150 mw, with a 

receiver of about 3 tubes, RF, detector, and audio. That's from 
memory, or lack of it, i last saw this thing maybe 18 years ago 

or more. Hue Miller 


Message-ID: <005c01c1090d$880cOb00$c1£d91c6@oemcomputer> 
From: "Hue Miller" <kargokult@proaxis.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: FS: Yaesu FTDX400 Transceiver 
Date: Mon, 9 Jul 2001 23:57:04 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


SSeS Original Message ----- 
From: John Kolb <jlkolb@cts.com> 
Subject: Re: FS: Yaesu FTDX400 Transceiver 


> Does this use the Kokusai mechanical filters as the f£xrDX400 
receiver 
> does? If so, the weak reception might be from the filters gone bad. 


> I've heard from several others who, along with me, have had the 
mounting 
> foam in the filters turn into a gummy, gooey mess. John 


-It's interesting - i think so anyway- this failure mode apparently 
unanticipated by the builders of all kinds of equipment back then - 
i mean approximately 20 years ago or more. I have found headphone 
bands turning to sticky tar, power cables turning sticky, plastic 
equipment 

carry handles turning sticky, black foam lining in equipment transit 
cases turning to sticky crumbly godawful cheesecake, even "Rocket 
Radio" crystal radios with lines burned in them from the headphone 
cord which was wrapped around them. ( Beware how you coil flexible 
cord around plastic test equipment or accessories! ). I don't know 
how this works, except it has something to do with the "plasticizer" 
in the material, an element which gives it a degree of flexibility. 
If that material was used inside a mechanical filter housing, that is 
really pretty cheesy. Thanks for pointing out the problem and the 
fix. 

Hue Miller 


Message-ID: <3B4AAC9F .68816579@erols.com> 
Date: Tue, 10 Jul 2001 03:19:59 -0400 

From: Bruce Muscolino <w6toy@erols.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: FS: Yaesu FTDX400 Transceiver 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hue, 


The stuff was not a conspiracy by the manufacturers to build shoddy gear 
or even gear with a limited lifetime. They just didn't know as much 
then as we do now. You will find examples throughout military gear of 
bad potting compounds. It happened, in the never ending march towards 
miniaturization! 


73 


End o£ BOATANCHORS Digest 3187 
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